Pay fimits for BUTT JOINT
Length : See table A, Special Note (D)

Pay limits For HOT MIX ASPHALT SURFACE REMOVAL
(Cold Milling)

1% (38) Bit. conc. surf. cse.
12 (38) deep /2

——Prop. overiay thickness : see pians
Saw cut {typJ)

Exist. bit. taper see table A, Prop. hot mix asphalt surf. removal

Special Note (2) —{cold milling) thickness:
see plans
\ {
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Removal limits /

Leveling binder and/or binder cse.
when applicable (see plans)

Exist. overiay (typ.)

CASE 3 : WITH HOT MIX ASPHALT SURFACE REMOVAL (COLD MILLING)
TIE-IN TO EXISTING BITUMINOUS TAPER

Prop. overlay thickness : see plans

1Y, (38) Hot mix asphalt surf. cse.
o\
7 3

Pay limits for BUTT JOINT
Length : See table A, Special Note @

1/, (38 deep
Exist. bit. taper see table A,

Saw cut (typ.)
, Speclal Note (2
Exist. overiagy {(typ.) \‘
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\Removci imits Leveling binder and/or binder cse.

when appllcable (see plans)
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CASE 4 : NO HOT MIX ASPHALT SURFACE REMOVAL (COLD MILLING)
TIE-IN TO EXISTING BITUMINOUS TAPER

Temporary ramp
length = see table A,
Special Note

12 (38) deep
Saw cut {typJ

Temporary ramp, see table A,

Exlst. overiay (typ.) Special Note

/—Mined surface
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DETAIL TEMPORARY RAMP
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Al dimensions are In Inches (millmeters)
unless otherwise noted,
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